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HS800 ClJ INKJET PRINTER Date:

24/02/2025

Redacted by:

Michele Bovetti

The HS80 ClJ inkjet printer is a compact, high-performance continuous inkjet system designed for reliable coding on
metals, plastics, glass, wood, cables, pipes, and similar substrates. It delivers printing speeds up to 1024 characters per
minute in 5x7 dot matrix format, with a throw distance of up to 30 mm and adjustable print heights from 2-12 mm via a 60

pm nozzle (wider options available).
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Core Specifications

Memory and Content: Supports storage of up to 100 printing messages, including date/time, batch codes, serial
numbers, characters, and more.

Nozzle and Reach: Features a 2 m nozzle tube length for flexible installation in production lines.

Ink System: Fast-dry ink type with consumption of approximately 1 liter per 70 million characters in 5x7 dot matrix;
standard colors available, contact for custom shades.

Operation: Bilingual Chinese/English interface, powered by AC 220V 50Hz 150VA.

Printing parameters
Printing Parameter Specification
Nozzle Diameter 60 um
Print Height 2-12mm
Printing Distance 3-30mm
Memory Storage Up to 100 printing messages
Print Speed 1024 characters per min 5*7 dots
System language Chinese / English
Ink Color Black
Ink Type Fast Dry
Font Wider 9 times wider available
Nozzle Tube Length 2.2 meters
Print Content Text, Time, Date, Shift, SN
Ink Consumption 1 liter 70 mio characters in 5*7 dot
Power Supply AC220V 50Hz 150VA
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